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CONSTRUCTION DETAILS

A. REMOVE EXISTING SIGNAL HEAD AND REPLACE WITH PROPOSED BLACKFACED
SIGNAL HEAD ON EXISTING MAST ARM AS SHOWN

B. REMOVE EXISTING PEDESTRIAN SIGNALS, PUSHBUTTON.
WITH PROPOSED (NEW) PEDESTRIAN SIGNALS., PUSHBUTTON.
EXISTING POLE AS SHOWN

C. INSTALL VIDEO DETECTION CAMERA WITH 250 FT. PREMANUFACTURED CABLE ON EXISTING
MAST ARM AS SHOWN

D. INSTALL VIDEO DETECTION INTERFACE EQUIPMENT INTO EXISTING BASE MOUNTED

CABINET AND CONTROLLER (SEE GENERAL NOTE NUMBER 5)

USE EXISTING CONDUIT

USE EXISTING HANDHOLE
VIDEO DETECTION ZONE
INSTALL PROPOSED “NEW” BLACKFACED SIGNAL HEADS ON EXISTING MAST ARM AS SHOWN

AND SIGN AND REPLACE
AND SIGN ON

o M m

LEGEND OF UNDERGROUND

AND OVERHEAD UTILITIES
AERIAL CABLE A
ELECTRICAL E
TELEPHONE T
GAS G
SEWER s
WATER W
CABLE TV v

RAILROAD CONTROL BOX

Eézzity

CROSS STREET

SIDEWALK
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/IR PHASING NOTES:

S i a 1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
:%: I%: : 2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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N GENERAL NOTES
<:> 1. MAINTAIN MAINLINE PASSAGE DETECTORS.
b | 2. ABANDON EXISTING SIDE STREET LOOP DETECTORS.
l ‘ \ ‘ ‘ J_ EXISTING LEAD-IN CABLE FOR LOOP DETECTORS THAT ARE BEING
i l 1 ABANDONED SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR.
_ - | 3. ALL UNUSED CABLES SHALL BE REMOVED AND DISPDSED OF
| | BY THE CONTRACTOR.
i 4. VIDEQ CAMERA LOCATIONS AND AL IGNMENT SHALL BE
; COORDINATED WITH MSHA ENGINEER.
/ ‘ 5. THE CONTRACTOR SHALL CONTACT MSHA SIGNAL SHOP
== TO SCHEDULE RETROFITTING OF CONTROLLER EQUIPMENT.
_ 6. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
3 THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR 7O THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
: NI IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
: BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE
i ‘ CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY
| | ﬁ SO THAT THE CONFLICT MAY BE RESOLVED.
% 7. ALL REMDVED SIGNAL EQUIPMENT SHALL BECOME THE PROPERTY OF THE CONTRACTOR.
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